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SPECIFICATIONS

Germicidal lamps �� «BactoSfera» series BS models BS 15W T8/G13-ECO, BS 30W T8/G13-ECO, BS 36W T8/G13-ECO is a source of ultraviolet radiation of germicidal action 
(spectrum UV-C with a dominant length of the rays 253,7 nm).

Designed for use in germicidal irradiators, recirculators air and other equipment for decontamination, disinfection, sterilization.

ECO
Shatterproof. IEC 61549 Standard. In case of physical damage to the lamp, not formed no shards of glass and contained mercury in the lamp does not penetrate into the 
environment and not cause harm to human organism.

LongLife+
16000 hours of effective work. Patented technology of the special coating of the lamp significantly increases its service life.

OZONE FREE
Without ozone. After exploitation of the lamp is not required to ventilate the room. The specific composition of the lamp bulb contributes to the filtering ozone generating the 
spectrum of a wavelength of 185 nm.

DIMENSIONAL DRAWING PHOTOMETRIC DATA

PRECAUTIONS

1.
absence of protective equipment can cause painful burns to the skin of any part of the body, face, hands and mucous membranes of the eye and cornea.

2.
for the recycling of mercury fluorescent lamps.

Working with a germicidal lamp that is in the field of view, eyes should be protected with special protective goggles from UV-C radiation. Irradiation of germicidal lamp in the

Germicidal lamps contain mercury (Hg) in gaseous or solid state (pairs or small silver balls). Faulty germicidal lamps must be transferred from consumers to the reception points
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DIEC 61549 Standard: FEP Shatterproof coating
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UV rays, nm Voltage, V



�������
���������� ����������� ������������� ����� �� «BACTOSFERA»

�������������: LightTech Ltd., Temesvari u. 17, 4600 Kisvarda, Hungary

��������: ��� «����������», �������, 03162, ����, ��-� ���� �������, 18-�, +38 (044) 290-78-78, bactosfera.ua

���������� ��������� ��� �������
� 602-123-20-3/33169 �� 20.10.2017

���������� �� ������������
� 177/1057��� �� 11.10.2017

177 http://bactosfera.ua/baktericidnye_lampy

���
� �����, �

����������
����� Hg, �������� ����� ��������, �� ��� ������ ����� �����

��-�
���������, ��

BactoSfera BS 15W T8/G13-ECO

BactoSfera BS 30W T8/G13-ECO

BactoSfera BS 36W T8/G13-ECO

15

30

36

G13 Bi-Pin

G13 Bi-Pin

G13 Bi-Pin

T8 / T26

T8 / T26

T8 / T26

16000

16000

16000

4,9

13,4

15,0

253,7

253,7

253,7

55

95

105

0,35

0,40

0,48

1,8

3,3

3,8

������ �����

BactoSfera BS 15W T8/G13-ECO

BactoSfera BS 30W T8/G13-ECO

BactoSfera BS 36W T8/G13-ECO

�����
�����, �

�������
��� ������

���-�� ����
� �������, ��

��������
�������, ��

������� �����, ��

A B C D

80

130

170

25

25

25

150�150�470

150�150�940

150�150�1240

438

893

1200

445

900

1207

452

907

1214

28

28

28

0131

0132

0133

LongLife+
���. ������, �

FEP ��������
Shatterproof

����

����

����

100

80

60

40

20

0
200          300           400           500           600           700

����� ����� (��)

�
�
��

�
��

��
�

��
� 

�
��

��
 (%

)

253,7 ��
��� ��-�

����������� ��������������

������������� ����� �� «BactoSfera» ����� BS ������� BS 15W T8/G13-ECO, BS 30W T8/G13-ECO, BS 36W T8/G13-ECO �������� ���������� ����������������� 
��������� �������������� �������� (������ ��-� � ������������ ������ ����� 253,7 ��).

������������� ��� ������������� � ������������� �����������, �������������� ������� � ������ ���������������� ������������.

ECO
����������. �������� IEC 61549. ��� ���������� ����������� �����, �� �������� ������� �������� ������ � ������������ � ����� ����� �� ��������� � 
���������� ����� � �� ��������� ���� ��������� ��������.

LongLife+
16000 ����� ����������� ������. ��������������� ���������� ������������ �������� ����� ����������� ����������� ���� �� ������.

OZONE FREE
�����������. ����� ������������ ����� �� ��������� ������������ ���������. ������������� ������ ����� ����� ������������ ���������� 
���������������� ������� ������� ����� 185 ��.
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1.
������������� ����� ��� ���������� �������� ������� ����� ������� ����������� ����� ���� ������ ������� ����, ����, ���, � ����� ��������� �������� ���� � 
��������.

2.
����� ������ ���� �������� ������������� � ������ ���������� ������� �������������� ����.

������� � ������������� ������, ������� ��������� � ���� ������, ���������� �������� ����� ������������ ��������� ������ �� ��-� ���������. ���������

������������� ����� �������� ����� (Hg) � ������������ ��� ������� ��������� (���� ��� ������ ����������� ������). �������� �� ����� �������������
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